METALMAN HT UNDERLAYMENT TO EXTEND 12" UNDER THE ROOF

(2) ROWS 3/8" ENGLERT IN-SEAM TUBE SEALANT (TYP.)

PANCAKE SCREW PER PROJECT REQUIREMENTS

WRAP UNDERLAYMENT OVER EDGE

ENGLERT EXTENDED EAVE TRIM (NOTCH TRIM FOR GUTTER STRAP)

FRONT EDGE OF GUTTER SHALL BE LOWER THAN BACK EDGE

GUTTER HANGER w/ STRAP (SEE GUTTER DETAILS)

GENERIC ENGLERT GUTTER (SEE GUTTER DETAILS)

3/4" MIN. HEM

FASCIA STRUCTURE PER DESIGNER

6" MAX. (TYP.)

ENGLERT CUP (SEE DETAIL R02)

ROOF ASSEMBLY (SEE DETAIL R08)

3/4" MIN. EXTENSION

FRONT EDGE OF GUTTER SHALL BE LOWER THAN BACK EDGE

GUTTER HANGER w/ STRAP (SEE GUTTER DETAILS)

GENERIC ENGLERT GUTTER (SEE GUTTER DETAILS)

3/4" MIN. HEM

FASCIA STRUCTURE PER DESIGNER

6" MAX. (TYP.)

ENGLERT CUP (SEE DETAIL R02)

ROOF ASSEMBLY (SEE DETAIL R08)